ALZET
Catheters

Excellent design and quality for

increased convenience and

research success!

.

Catheter Applications

« Target delivery of test agents to
any tissue or organ

+ Reduce systemic toxicity

« Delay administration of agents for
surgical recovery

« Infuse for a short period with a
longer duration pump

FEATURES

ALZET Catheters cnable

targeted delivery of agents into a vessel, the
spinal cord, or other selected sites. Specifically
designed for use with ALZET pumps, these
catheters are constructed with high quality
materials for increased patency and reduced
vessel and tissue trauma. They are customized
for specific sites and animal species. Each
catheter incorporates design features to
facilitate placement and stabilization, such as
retention beads, a stylet, or suture patches.
ALZET catheters are sterile and packaged
individually.

Available Catheters

Mouse Jugular
Mouse Intrathecal
Mouse Intraperitoneal

Rat Jugular

Rat Femoral

Rat Intrathecal
Rat Intraperitoneal

See reverse for specifications

N

4y
Y/ 4

7

Retention beads for
optimal placement
and suturing,
patency, tissue
compatibility and
post-operative
recovery

Dacron suture patch
for optimal anchoring
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Teflon-coated,
stainless-steel stylet
to facilitate insertion

Secure, leak-free
catheter connections

Markings for optimal
placement and
adaptation for
different animal sizes

Scan to
learn more
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SPECIFICATIONS

15.2 cm total length; distal tip 3 Fr; ALZET connection*

i duger slfeens Features: Dacron suture patch QeI
20.3 cm total length; distal tip 3 Fr; ALZET connection*

i Femers] PeljursiEns Features: Retention beads at 3.8 cm, 5.1cm, and 7.6 cm from tip Dol 720
24.2 cm total length; distal tip: approximately 10cm, 1 Fr;
ALZET connection*

i linieilhzee PelureiEns Features: Teflon-coated, stainless-steel stylet longer than Ly
catheter. Designed for occipital insertion.

Rat Intrathecal 15 cm total length; distal tip: 10 cm, 1 Fr; ALZET connection*

I Polyurethane  Features: Teflon-coated, stainless-steel stylet longer than 0007741
catheter. Shorter length IT catheter for lumbar insertion.
8 cm total length; silicone distal tip: 5 cm, 3 Fr; PU ALZET

Rat Intraperitoneal slfeens COMASSAOE & S 0007770

Polyurethane

Features: Fenestrations over silicone tip; suture bead at 2 cm
from tip; ALZET connection can be trimmed to shorten.

Mouse Catheters

9 cm total length; distal tip: 1.3 cm, 1 Fr; ALZET connection*
Features: Retention beads at 1.3 and 3.8 cm; insertion marks at

L elrretizn: 0.9 and 1.1 cm. Optimum for use with other small vessels (e.g. oo
femoral, carotid).
8.9 cm total length; distal tip: 1.3 cm, 1 Fr; ALZET connection*
Mouse Jugular Polyurethane Features: Retention beads at 1.3 and 3.5 cm; insertion marks at 0007701
(adjustable length) y 0.9 and 1.1 cm. ALZET connection can be trimmed to shorten.
Optimum for use with other small vessels.
Mouse Jugular 9.5 cm total length; distal tip: 4.4cm, 2.5 Fr; ALZET connection*
-ug Polyurethane  Features: Retention beads at 1.3 and 3.5 cm; insertion marks at 0.9 0007702
(large tip)
and 1.1 cm.
6 cm total length; distal tip: 2.75 cm, 0.75 Fr; ALZET connection*
Mouse Intrathecal el Features: Teflon-coated, stainless-steel stylet longer than catheter Ly reE
6 cm total length; distal tip: 3 cm silicone, 3 Fr; ALZET connection:
Mlevse Silicone 3 cm PU*
Intraperitoneal 0007771

Polyurethane

Features: Fenestrations over silicone tip; suture bead at 2 cm;
ALZET connection can be trimmed to shorten.

Regular Tubing

Polyethylene

15.2 cm total length; distal tip 3.5 Fr; ALZET connection*

Tubing FelyEiiniizne Features: Thermoformable; 10 tubes per bag QL7750
15.2 cm total length; distal tip 3.5 Fr; ALZET connection*
Vinyl Tubing Vinyl Features: Flexible for use with brain infusion applications; 10 tubes 0007760

per bag

* The proximal end of all catheters fit all ALZET pump models.
All ALZET catheters are supplied sterile.
Chemical Compatibility information can be found on our website at: www.alzet.com/cathcompat

Technical Support
Toll-free: 800.692.2990
Phone: 408.761.3630
techsupport@alzet.com

Customer Service ®

Toll-free: 877.922.5938 qlzet

Phone: 408.761.4542
orders@alzet.com OSMOTIC PUMPS



